SPECIAL
AIRWORTHINESS
INFORMATION
BULLETIN

U.S. Department
of Transportation

Aircraft Certification Service Federal Aviation
Washington, DC Administration

No. NM-02-17

February 21, 2002
We post SAIBson theinternet at " av-info.faa.gov"

Thisisinformation only. Recommendations are not mandatory.

Introduction
This Special Airworthiness Information Bulletin (SAIB) aerts you, an owner or operator of all
Lockheed Model P2V-7 airplanes, of possible cracking jet engine pylons.

Background

During routine maintenance inspections on Lockheed P2V-7 models, the FAA found cracks at the
upper forward pylon casting of the Jet engine pylons. If left uncorrected, this condition could result
in the structural failure of the engine pylon and the subsequent loss of the engine. Loss of the engine
during fire-fighting operations could be catastrophic.

Recommendation

The FAA recommends that owners and operators of the Lockheed P2V -7 airplanes perform visual
Ingpection of the jet engine pylons for cracking. If cracking is found, we highly recommend that the
jet engine pylon be removed and replaced with a pylon without cracks.

For Further Information Contact

Richard Simonson, Aerospace Engineer, Sestttle Aircraft Certification Office, FAA Transport
Airplane Directorate, 1601 Lind Ave. SW, Renton, WA 98055; telephone (425) 227-2597; fax (425)
227-1181; email: richard.ssmonson@faa.gov.



